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UV CURING UNIT

MOD. ‘S’

•Fast and uniform curing for the best casting results

•Compact size

•Low consumption

•Simple working and maintenance

•Timer setting

TECHNICAL SPECIFICATIONS

Voltage: 220 V / 50-60 Hz

Power consumption: 80 W

Ventilation: Forced ventilation inside

User controls: On/Off button, safety device on door opening, timer

Timer setting: 0 ÷ 30 min.

Curing area dimensions (w x d x h): 160 x 160 x 160 mm

Machine dimensions (w x d x h): 265 x 300 x 330 mm

Weight: 11,8 kg Via Lago di Levico, 3 - 36010 Zanè (VI) Italy
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Device for the curing of resin models
built by DigitalWax machines
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UV CURING UNIT

MOD. ‘M’

•Fast and uniform curing for the best casting results

•Possibility of curing a complete platform all at once

•Low consumption

•Simple working and maintenance

•Timer setting

TECHNICAL SPECIFICATIONS

Via Lago di Levico, 3 - 36010 Zanè (VI) Italy

Tel. +39 0445 372323 - Fax +39 0445 372191

Email: info@dwssystems.comSpecifications and appearance are subject to changes without notice

Voltage: 220 V / 50-60 Hz

Power consumption: 120 W

Ventilation: Forced ventilation inside

User controls: On/Off button, safety device on door opening, timer

Timer setting: 0 ÷ 30 min.

Curing area dimensions (w x d x h): 225 x 250 x 225 mm

Machine dimensions (w x d x h): 370 x 330 x 480 mm

Weight: 20,5 kg


